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➔ Laboratory analysis: see Chapter 2-8  ➔ Samplers: see Chapter 10  ➔ Process measurement technology: see Chapter 11-20

Automatic laboratory analysers with 
integrated digestion—GANIMEDE P and N

➔ Results in minutes for total P and TNb

➔ Integrated fast digestion

➔ Ready-to-use reagents

➔ Portable control unit

➔ Simple handling

Flexible, intelligent data 
management
The GANIMEDE system, consisting of a
sample changer, control unit and analy-
sis units with integrated digestion for N
or P, makes it possible to work flexibly at
different measuring stations. The cord-
less control unit communicates with one
or both analysis units. Sample data is
acquired via the barcode scanner or a
PC and processed by the control unit.

Reliable results in minutes—
for efficient digestion
The integrated high temperature
digester, with fast cooling feature,
delivers precise and quick results. Even
complex phosphate or nitrogen com-
pounds are completely digested and
processed in four to seven minutes;
analogous to EN 1189 (phosphate) or
ISO 11905-1 (nitrogen).

GANI CHEM ready-to-use
reagents
The time consuming preparation of
reagent solutions is a thing of the past.
High quality, easy to handle GANI CHEM
reagents can be used for up to 100
determinations. Used reagents are
safely and conveniently disposed of by
HACH LANGE.

Measurement method Analogous to EN 1189
Measuring range 0.01– 3.8 mg/l PO4-P
Repeatability At 1 mg/l: ± 2%
Measurement wavelength 880 nm
Calibration Autom. 2-point, optional standard series
Sample turntable 36 x 30 ml and 53 x 15 ml
Interfaces 1 serial, 1 parallel, 1 sample changer
Power requirement 230 V/50 Hz (optional 110 V)
Colour display 5.7 inch; IR interface
Reagent kit GANI CHEM P for automatic phosphate

analysis, measurement range 
0.01-3.8 mg/l P, 100 determinations, 
article no. GCA100

➔ Sample changer for GANIMEDE: see page 81,
more accessories available on request

Technical data for GANIMEDE P
Measurement method Analogous to  EN ISO 11905-1
Measuring range 0.5 –150 mg/l TNb

Repeatability At 10 mg/l: ± 2%
Measurement wavelength 210 nm
Calibration Autom. 2-point, optional standard series
Sample turntable 36 x 30 ml
Interfaces 1 serial, 1 parallel, 1 sample changer
Power requirement 230 V/50 Hz (optional 110 V)
Colour display 5.7 inch; IR interface
Reagent set GANI CHEM N for automatic determina-

tion of total nitrogen, measuring range
0.5-150 mg/l TNb, 100 determinations,
article no. GCA200

Technical data for GANIMEDE N

Specific analysis units with 
integrated digestion or total 
P and TNb


